


WINDOW AND DOOR
PENCERE VE KAPI

SYSTEM 40C (N

SISTEM 40C

TECHNICAL INFORMATIONS / TEKNIK ACIKLAMALAR

Window & Door Opportunities
Pencere ve Kapi Secenekleri

System Properties / Sistem Ozellikleri

Modern Design / Modern Dizayn

Wall Tickness / Et Kalinlidi :1.2-1.3mm
Frame Height / Kasa Genigligi ~ : 40 mm

Vent Height / Kanat Genisligi 145 mm
Safety Drainage System / Giivenli Tahliye Sistemi
EPDM Gaskets / EPDM Fitil

Glazing From 4 mm to 22 mm

Cam Kullanimi 4mm’den 22 mm T
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40C ALUminium / 40C ALUminyum - ]
Euro Groove 1/ Standart Avrupa Kanal 1 A

49

40C PERImetric / 40C PERImetrik
* Perimetric Groove suitable for o
9 axis and 20 mm hinge mounting
dimension / Perimetrik 9 aks 20mm mentege
montaj mesafesine uygundur. m
* 09-156-00 extruded joint is P
suitable for GU unijet - D and
Aubi A300 / 09-156-00 kse takozu GU unijet -D
ve Aubi A300 ile uyumludur.
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Code Logic / Kod Mantigi

101 ][ 00

Factory Standard
Fabrika Standardi

Group / Grup

Title / Seri

Titles / Seriler
40C - System Name / Sistem Adi
07 - Alternative Adaptors / Alternatif Adaptorler

08 - Glazing Beats / (am (italari Euro Groove Section 1 Perimetric Section
Standart Avrupa Kanal 1 PVCKanal

09 - Extruded Corner Joints / Pres Kdse Takozu

Groups / Gruplar Alloy / Alasim

101, 102,... - Frames / Kasalar The alloys of the aluminium profiles are
201, 251,... - Vents / Kanatlar 6060 and 6063 (AIMgSi 0,5 — F22) based
301, 302,... - Mullions / Orta Kayitlar on EN 12020-2/755-9 standarts

401, 402,... - Kick Plates and Adaptors / Etek ve Adaptorleri  Aluminyum profil alasimlar 6060 ve 6063 (AIMgSi 0,5 - F22)
501, 502,... - Adaptors / Adaptler EN 12020-2 / 755-9 standartlarina uygundur.
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Tiim cizimler dilceksizdir aluminium profile system
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