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Lorenzobond
aluminium

composite panels
Modern architecture does not only require
functionality and vision, Lorenzobond the

correct building material that ascertains the
functional and aesthetic features of an

architectural structure

Lorenzobond
alŸminyum

kompozit paneller
Modern mimari yapÝlar i•in sadece

ißlevsellik ve vizyon deÛil; o mimari
yapÝnÝn fonksiyonel ve estetik

šzelliklerini ortaya •Ýkaran doÛru yapÝ
malzemesi, Lorenzobond...

€ëþìèíèåâûå
êîìïîçèòíûå ïàíåëè

ÔLorenzobondÕ
•rè âûáîrå ìàòårèàëîâ

ñòrîèòåëüñòâà äëq îáúåêòîâ ñ
ìîäåríèçîâàííîé àrõèòåêòórîé,
èìåþò çíà÷åíèå íå òîëüêî òàêèå

õàràêòårèñòèêè, êàê ñïîñîáíîñòü ëåãêî
îáràáàòûâàòüñq è íàëè÷èå êràñèâîãî
âíåøíåãî âèäà, íî è ôóíêöèîíàëüíûå

è ýñòåòè÷åñêèå îñîáåííîñòè,
ïrîqâëqþùèåñq â ïràâèëüíîì

ñòrîèòåëüíîì ìàòårèàëå
ÔLorenzobondÕ...



Lorenzobond, current
name of aesthetics and
concordance...
Lorenzobond the unrenouncable building material
of modern architecture presents aesthetics and
concordance together. With this feature it brings
new horizons to architectural design.

Modern mimaride
estetik ve uyumun
yeni adÝ lorenzobond...
Modern mimarinin vazge•ilmez malzemesi
Lorenzobond, yapÝlarda estetik ve uyumu bir
arada sunuyor. Bu šzelliÛi ile mimarlara
tasarÝmda yeni ufuklar a•Ýyor.

Nîâîå èìq
ýñòåòè÷íîñòè è ãàrìîíèè
â ìîäåríèçîâàííîé
àrõèòåêòórå -
ÔLorenzobondÕ...
ÔLorenzobondÕ, ïråäñòàâëqåò ñîáîé
ñòrîèòåëüíûé ìàòårèàë, îò êîòîrîãî
íåâîçìîæíî îòêàçàòüñq, îäíîâråìåííî
ïråäëàãàþùèé ñòrîèòåëüíûì îáúåêòàì
ýñòåòè÷íîñòü è ãàrìîíèþ. •òè
õàràêòårèñòèêè îòêrûâàþò íîâûå
ãîrèçîíòû â àrõèòåêòórå.



Physical Properties / Fiziksel …zellikler
”èçè÷åñêèå õàràêòårèñòèêè

Applications
Lorenzobond alluminium composite panels
are developed for various purposes and are
ideal for finding unmatched architectural design
solutions.

¥ Remodelling and redesign of front facades
¥ Sandwich elements (filling for curtain walls)
¥ External curtain wall, roof construction linings
¥ Canopy linings
¥ Balcony and tunnel curtain walls
¥ Door and sliding panels, room partitions
¥ Corporate identity applications

Protective film / Koruyucu film
‡àùèòíàq ïëåíêà

Painted aluminium / †st boyalÝ aluminyum
Vårõ Ð îêràøåííûé àëþìèíèé

Adhesive / YapÝßtÝrÝcÝ / Šëåé

Polyethlene / Polietilen / •îëèýòèëåí

Adhesive / YapÝßtÝrÝcÝ / Šëåé

Aluminium layer bottom /
Alt aluminyum tabaka /
Nèæíèé àëþìèíèåâûé ñëîé

Priming coat / Astar boya / ƒróíòîâàq êràñêà

3  mm  4  mm  6  mm

Standard /
StandartProperty / …zellik

•àràêòårèñòèêà

Density Weight / YoÛunluk AÛÝrlÝk
•ëîòíîñòü Våñ

Thermal Expansion /
Termal Genleßme (-20ûC~60ûC)
’åïëîâîå ràñøèråíèå

Thermal conductivity / Termal Ületkenlik
’åïëîïrîâîäíîñòü

Thermal Deformation Degree /
Termal Deformasyon Derecesi
“rîâåíü òåïëîâîé äåôîrìàöèè

Acoustic Insulation /
Akustik YalÝtÝmÝ (100~3200Hz)
€êóñòè÷åñêàq èçîëqöèq (100-3200 ƒö)

1.52
4.55

22

24

1.37
5.48

24

0.15~0.19

113

24

1.22
7.34

25

27

9/cm
kg/m

10-6/ûC

w/m¥k

ûC

dB

ASTM D792

ASTM D696

GB 10294-88

ASTM D648

ASTM E413

Panel Dimensions
Standard Dimensions (mm): 4 x 1250 x 3200
Optional dimensions :
Thickness  (mm) : 3, 4, 6
Width (mm) : 1000 x 1250 x 1500
Length : Up to 6 m

Tolerances
Thickness : ±0.2 mm (for 3 mm, 4 mm thickness)

   ±0.3 mm (for 6 mm thickness)
Width : ±2.0 mm
Length : ±4.0 mm
Diagonal : < 3.0 mm (length ²2.500 mm)

  <5.0 mm (length > 2.500 mm)

Panel EbatlarÝ
Standart Ebatlar (mm): 4 x 1250 x 3200
Opsiyonel Ebatlar :
KalÝnlÝk (mm) : 3, 4, 6
Genißlik (mm) : 1000 x 1250 x 1500
Uzunluk : 6 mt. kadar

Toleranslar
KalÝnlÝk : ± 0.2 mm (3mm, 4mm kalÝnlÝk i•in)

  ± 0.3 mm (6mm kalÝnlÝk i•in)
Genißlik : ± 2.0 mm
Uzunluk : ± 4.0 mm
Diagonal : < 3.0 mm (uzunluk ² 2500 mm)
    <5.0 mm (uzunluk  > 2500 mm)

Uygulamalar
‚eßitli ama•larla gelißtirilen  Lorenzobond
alŸminyum kompozit paneller, mimari olarak
eßsiz tasarÝm •šzŸmlerinin olußturulmasÝnda
idealdir.

¥ …n cephelerin yeniden modellenmesi
ve tasarÝmÝ

¥ Sandvi• elemanlar (perde duvarlar
i•in dolgu)

¥ DÝß cephe giydirme, •atÝ konstrŸksiyon
kaplamalarÝ

¥ Kanopi kaplamalarÝ
¥ Balkon ve tŸnel giydirme
¥ KapÝ ve sŸrgŸlŸ paneller, oda bšlmeleri
¥ Kurumsal kimlik uygulamalarÝ

Œåñòà ïrèìåíåíèq
€ëþìèíèåâûå êîìïîçèòíûå ïàíåëè
ÔLorenzobondÕ, ýòî óñîâårøåíñòâîâàííûå ïàíåëè
ìíîãîöåëåâîãî íàçíà÷åíèq, ïråäëàãàþùèå
èäåàëüíûå råøåíèq äëq íåñòàíäàròíûõ
àrõèòåêòóríûõ ïrîåêòîâ.

¥ •rèäàíèå ôîrìû è äèçàéíà ôàñàäàì çäàíèé
¥ •ëåìåíòû ñàíäâè÷ (íàïîëíèòåëü ñòåí)
¥ Žáëèöîâêà ôàñàäîâ è ïîêrûòèå êrîâåëüíûõ

êîíñòróêöèé.
¥ •îêrûòèq Kanopi
¥ Žáëèöîâêà áàëêîíîâ è òóííåëåé
¥ „âårè è ràçäâèæíûå ïàíåëè, êîìíàòíûå

ïåråãîrîäêè
¥ ‘òrîèòåëüíûå êîíñòróêöèè

Unit / Birim
Eäèí. èçì.

Thickness / KalÝnlÝk /’îëùèíà

•€‡ŒE•› •€NE‹E‰
‘òàíäàròíûå
ràçìårû (ìì) : 4 x 1250 x 3200
•àçìåríûå îïöèè :
’îëùèíà (ìì) : 3, 4, 6
˜èrèíà (ìì) : 1000 x 1250 x 1500
„ëèíà (ìì) : Do 6 M

„Ž•“‘Šˆ
’îëùèíà : ±0.2 ìì (äëß òîëù. 3 ìì, 4 ìì)

  ±0.3 ìì (äëß òîëù. 6ìì)
˜èrèíà : ±2.0 ìì
„ëèíà : ±4.0 ìì
„èàãîíàëü : < 3.0 ìì (äëèíà ²2.500ìì)

  <5.0 ìì (äëèíà > 2.500 ìì)




